
DAVIT LIFTING & CHOCKSOdyssey 365ST/STX Console 
Long & Short Shaft 
365ST Console Long Shaft Shown 

Specifications and components subject to change without notice. Tolerances +/- 3% 

53 cm
/ 21”

46 cm / 18” 

170 cm  
/ 67” 

78 cm  
/ 30.5” 

365 cm / 144” 
272 cm / 107” 

56 cm / 22” 

103 cm
/ 41”

Distance Between Transom Lifting Eyes 

Reinforced Lifting Point Range 

389 cm / 153” 
381 cm / 150” 

Lifting Point Installation 
 
          Reinforced Lifting Point Areas 
Reinforced lifting point areas provide a range between lifting points so they can 
be alligned with davit lifting arms. They can also be used to center the tender 
with stern of the mother vessel. 
 
        Recommended Forward Lifting Eye Location  
We recommend installing forward lifting eyes in the furthest forward and outer 
area of the parts of the hull that are reinforced for lifting eye installation. This 
ensures the lifting eyes are clear of feet and gear. 
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Recommended Forward 
Lifting Eye Position

x 

Reinforced Lifting Point Area 

Duratech Hull 

5/16 Drill 

        Drill through reinforc- 
       ed area of Duratech  
hull with 5/16” drill bit. 

3M 5200  
Marine Sealant 

Fill hole with 3M 5200  
Marine Sealant. 

Install lifting eye. 

5/16” SS  
Eye Nut 

1-1/8” (5/16”) SS 
Fender Washer 

 
1-1/4” x 5/16” SS  
Pan Head Screw 

1 2 3 

365 cm / 144” 

Distance Between Lifting Points 
365ST: 267cm / 105” 

Estimated Length including 30HP 4S Long Shaft Motor (Actual length will vary depending on make, model and size of motor). 

A: From Transom: 157 - 208 cm / 62 - 82” 
B: From Center: 117 - 182 cm / 46 - 72” 

365STX: 117 -208 cm / 46 - 82” 

Part # 100 0130 128


